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ECONOMY CLASS

 High suction performance

 Optimized for overseas transport

 Simple operation

 Air circulation system
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SYMPAJET
The Economy class

Simple, robust and powerful sweeper attachment for 
commercial vehicles of 15 tones GVW (SYMPAJET 6) or 
18 tones GVW (SYMPAJET 7) this sweeper is based on 
the gobally known FAUN sweeper technology, equipped 
with the patented FAUN air circulation system and relia-
ble FAUN sweep gear. 

Depending on the sweeper model, the hopper capacity 
of 6.4m³ (SYMPAJET 6) or 7.4m³ (SYMPAJET 7) will give 
you enough space for debris, no matter if you’re sweep-
ing in a small city or on a large multi-lane highway.

Large fresh water tanks (1200 litres on SYMPAJET 6 and 
1500 litres on SYMPAJET 7) will supply your dust sup-
pression system with fresh water, giving you an optimal 
dust control and make a long distance sweeping possible 

The auxiliary engine

A robust and quiet industrial engine drives the
suction fan via 4 power belts. Low noise emission
enables working in urban environment.

Powerful suction 

Heavy duty suction fan situated in the engine
cowl, mounted near the auxiliary engine, gives
perfect suction in any situation. For operations
in sandy environment, FAUN is offering a special
anti-abrasive impeller wheel.

The water tank

The lightweight fibre glass water tank on the
SYMPAJET is entirely vented and prevents the 
build-up of limescale.

The V-shaped suction nozzle

The large V-shaped suction nozzle is equipped 
with an extra-wide, wear-resistant bulky item flap. 
Thanks to optimised aerodynamics, the vehicle can
accommodate large quantities of heavy sweeper
debris or milled material. The wide wheels
can even cope with rail tracks safely.

The centre brush

The pendulum-suspended, trailed centre brush
optimally adjusts to cope with uneven road
surfaces. Thanks to its broad working angle, it
gathers even large volumes of heaving sweeper
material quickly and directs it straight into the
suction nozzle.

The powerful broom

The exceptionally powerful trailed channel brush
will be swivel out as soon as it is switched on. 
An excellent side impact protection system makes 
the sweeping operation very easy, even in the
toughest of conditions. Thanks to its position in 
front of the centre brush, no debris is left behind.

John Deere auxiliary engine

The powerful and famous four-cylinder 4.5 litre engine is 
installed in the engine cowl of the sweeper, driving the 
suction function via 4 power belts. Adjustable engine 
speed offers you the possibility to work with as much 
engine speed as necessary to pick up the debris with the 
lowest possible noise emission and good fuel economy. 
For working at night, an additional noise insulation pack-
age is available as an option.

The FAUN air circulation system

The FAUN air circulation system continuously transports the 
extracted air from the hopper to the blowing nozzle behind 
the suction nozzle. When loaded with new debris, the 
already moistened and heated air is once again sucked into 
the suction nozzle and thereby circulated. The quantity of 
recirculating air can be adjusted variably between 30 and 
70 % depending on the application. 

Only a relatively small proportion of air which is not recir-
culated flows out smoothly under the machine. Fine dust 
emissions from a FAUN road sweeper with the air circulation 
system are therefore approximately 50 % lower than for 

FAUN drive concept

without any restrictions. For even bigger challenges, an 
additional fibre glass water tank with up to 2000 litres 
capacity can be placed between the cab and the body.

An effective control system with an ergonomic control 
panel in the cab of the vehicle will give you the perfect 
control over the sweeping operation. 

A powerful auxiliary engine driven suction fan will take 
care of any dirt or dust in your environment, helping you 
to keep your streets clean.

Ready to be shipped as a completed body built kit 
(CBB), your qualified FAUN partner will be able to 
mount the SYMPAJET onto your choice of locally pur-
chased chassis.

pure suction road sweepers. In addition, the VIAJET 6 does 
not blow dust around, because clean exhaust air is expelled 
behind the sweeper units on the portion of the road which 
is already clean. 

Adding water to the blast air also enables the road to be 
cleaned in the working area of the suction nozzle. In winter, 
it can be used in temperatures reaching down to -5 °C by 
adding water to the suction nozzle, as the air introduced 
into the circuit is heated by around 15 °C and therefore 
prevents the water in the suction nozzle and the container 
from freezing.

Dirty air drawn in

Circulating blast air

Clean exhaust air
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FAUN Umwelttechnik GmbH & Co. KG
Feldhorst 4
27711 Osterholz-Scharmbeck
GERMANY
Tel. +49 47 95 9 55-0
Fax +49 47 95 9 55-200
info@FAUN.com

www.FAUN.com

BODY

SYMPAJET 6 SYMPAJET 7

Hopper volume [m³] 6.4 7.4

Water tank capacity [L] approx. 1,200  1,200

Tipping angle [°] > 60 > 60

AUX. ENGINE JOHN DEERE

Power [kW] 85

Engine volume [cm³] 4,500

Cylinder 4

Exhaust Norm (EU) Stage 3A

SWEEP WIDTH MAX.

Channel brush + 
suction nozzle only [mm]

1,200

Channel brush + suction nozzle 
+ centre brush approx. [mm]

2,400

Simultaneous mode 
(both channel brushes and nozzles 
+ center brush) [mm]

3,500

Sweeping speed [km/h] 0-20

SWEEP GEAR

Diameter of the side brush [mm] 750

Diameter/ length center brush [mm] 400 / 1,500

Diameter of the suction hose [mm] 250

Width of the suction nozzle [mm] 600

SYMPAJET Technical Data




